DWELLING

PROPERTY OWNER PUBLIC RIGHT-OF-WAY

PUMP CONTROL [e—— PROPERTY LINE
PANEL

LOCKING LAMPHOLE COVER ROADWAY
FINISHED

GRADE sty
I 12" PVC SLEEVE

3’ MIN. COVER 6” WYE AND 45°
AND 1/8 BEND

_f

;f e TYPICAL SIDE SEWER GRAVITY SEWER MAIN
SEE DETAIL A’

FOR CONNECTION

_>=3]§:ﬂ: IN THIS AREA
GRAVITY FLOW
FROM DWELLING FORCE MAIN

2’ IPS POLY HI-MOL PIPE
(200 PSD

GRINDER PUMP |
ASSEMBLY PROPERTY OWNER PUBLIC RIGHT-OF-WAY

2’ FORCE /—6' SDR 35 PIPE

MAIN

D

6’ SDR 35 SPIGOT <(W/ 6" GASKET)

WRAP AND TAPE 12 GAUGE TRACER WIRE EVERY 10’ TO THE FORCE MAIN, X 47 SCH 40 HUB
4% X 2 SCH 80 SLIP
X THREAD BUSHING
THE LOCATION OF THE STUB SERVICE TERMINATION SHALL BE MARKED BY s
THE CONTRACTOR WITH 2 X 4 TIMBER EXTENDED VERTICALLY FROM THE E T STATNL SR S O SERT
PLUG END TO A MINIMUM OF 3’ ABOVE THE GROUND SURFACE. A 12-GAUGE
GALVANIZED WIRE SHALL BE ATTACHED TO THE TIMBER FROM END TO END.
NEITHER THE WIRE NOR THE 2’ X 4° SHALL BE ATTACHED TO THE SEWER DETAIL “A”
PIPE OR PLUG. THE EXPOSED PORTION OF THE 2° X 4 SHALL BE =N B
PRE-PAINTED TRAFFIC WHITE WITH THE WORDS ‘GRINDER PUMP SEWER
CONNECTION’ STENCILED ON WITH BLACK PAINT. THE END OF THE 2° X 4
SHALL BE PRE-MARKED IN PERMANENT INK WITH THE LENGTH OF THE CITY INSPECTION

TIMBER INSTALLED.
GRINDER PUMP VENTILATION SHALL BE CONNECTED TO THE HOUSE REQUIRED PRIOR
TO BACKFILL

SEWER VENTING SYSTEM, PER NFPA CODE.

REVISIONS STANDARD DETAIL

APPROVED BY DATE

3 6/16/03
il GRINDER PUMP SERVICE CONNECTION TO GRAVITY SEWER MAIN

D. GEBERT 6/23/03

GRINDER PUMP SERVICE LINE NOTES

DATE

5/9/02




